
DS BT-70530 Rev D -

BA-1371/U (Mercury Battery)

Technical Data
National Stock Number

Dimensions
Weight 
Voltage 
Capacity
Operating Temperature 
Storage Temperature

Floating type per U.S. Army DWG # SC-C-179495

Non-Rechargeable, Lithium Manganese 
Dioxide BatteryBT-70530

Typically Used in:

Replacement for or Compatible with:

Legacy equipment (Mine detecting equipment, night vision, and 
miscellaneous electronics).

BT-70530
When Ordering Specify P/N:

6135-01-481-5899 (BA-1371: 6135-00-845-9232)

Diameter: 0.7 in (18 mm) Length: 2.6 in (66 mm)
0.1 Lbs (0.05 Kg)

For a complete description of our products refer to Bren-Tronics website at: http://www.bren-tronics.com

Disposal Environmentally Safe - Contains Zero (0)% Mercury or Cadmium

Email sales@bren-tronics.com  www.bren-tronics.com
10 Brayton Court, Commack, NY 11725  Tel 631.499.5155  Fax 631.499.5504

1.4 Ah

Connector

-20°C to +55°C (-4°F to +130°F)

6.0 V

BT-70530    BT Part No. 

-40°C to +55°C (-40°F to +130°F)

Battery
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